WORK SHALL MEET THE REQUIREMENTS OF THE SPECIAL PROVISION, “TRAFFIC SIGNAL
SPECIFICATIONS FOR DETECTOR LOOP REPLACEMENT AND/OR INSTALLATION ON ROADWAY
GRINDING, RESURFACING AND PATCHING OPERATIONS”. SPECIAL ATTENTION MUST BE
MADE TO THE SECTIONS “INSPECTION OF CONSTRUCTION AND “DETECTOR LOOP
REPLACEMENT” FOR INSTALLATION AND INSPECTION REQUIREMENTS. LOOP REPLACEMENT
WORK THAT DOES NOT MEET THE CONTRACT REQUIREMENTS SHALL NOT BE PAID. WORK
NECESSARY TO COMPLETE THE LOOP REPLACEMENT WORK MAY BE ASSIGNED BY THE
ENGINEER TO IDOT'S ELECTRICAL MAINTENANCE CONTRACTOR (EMC); ALL RELATED COSTS
WILL BE THE RESPONSIBILITY OF THE CONTRACTOR.
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PROPOSED INTERCONNECT
TO ILL.171"® 143RD STREET
(SEE INTERCONNECT PLANS})

/—(202‘—5—1'/4";

4T -E-3Y3"

\(23’-&2'0

4 STA, 306+60.703 (ILL. RTE. {71) =
G STA. 39+80.378 (SMITH ROAD SOUTH)

REPLACE ALL DETECTOR LOOPS AS SHOWN
(WITHIN THE RESURFACING LIMITS)

EXISTING

~+>
—>
L

g S

el

g

CODE QUANTITY UNIT ITEM
THIS PLAN IS FOR THE SOLE PURPOSE OF
DETECTOR LOOP REPLACEMENTS ONLY 26600600 4‘56? FOOT DETECTOR LOOP, REPLAGE
EAQ SECTION COUNTY | Ehk | ST
AME = N = ngugensm DESIGNED - REVISED RTE. SHEETS| NO. |
z:t:w.Nw:‘i\pwdct\ncugensm\dmlzslﬁ\Hcs alde; = = DRAWN - REVISED STATE OF ILLINOIS DISTRI(_:T ONE —gDETEc SR LOCP REPLACEMENT 577 D-Rs-7 Wikl | 28 I-QL
) FLoT ScALE = iovowe0 -/ .| CHECKED - REVISED DEPARTMENT GF TRANSPORTATION Ll RedTiE 1T SMITH Repp CONTRACT NO.GON 60
PLOT DATE = 11/19/2010 DATE - REVISED : SCALE: l SHEET NO. SHEETS f STA. TO STA. FED. ROAD DIST. NO.  [ILLINOIS[FED, AID PROJECT

flasher.dgn 11/18/2010 10:00:22 AM User=nguyensm




